
FEATURES

       Durable steel stove with three sides of ceramic glass provides multiple viewing options

 Millivolt (Remote-ready) pan burner with glowing embers provides a beautiful warm glowing fire

 Dancing yellow flames fill the entire viewing area for a remarkable fire presentation

 Gas controls are conveniently hidden at the bottom of the stove for easy access

 Provides up to 35,000 BTU’s

 66.56% AFUE/P4 heating efficiency

 Detailed ceramic fiber logs

 Rear ceramic fiber liner

 Includes 150 CFM variable speed blower 

 Optional remote controls available

 Uses 4” x 6-5/8” coaxial pipe

 20 year limited warranty

PRO SERIES DIRECT VENT GAS STOVES 

With its unique three sided design, the DXS3030TMN can be viewed from almost any angle, 
increasing installation options and providing a full, open view of the dramatic flames.

Our name is our promise.

DXS3030TMN
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STOVE SPECIFICATIONS

STOVE DIMENSIONS
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STOVE OPTIONSSTOVE CLEARANCES

DXS3030TMN
WIDTH (A) 18-1/2"

HEIGHT (B) 32-1/2"

DEPTH 14-7/8"

  25,000 BTU 35,000 BTU

BTU INPUT (NG) 17,500–25,000 23,000–35,000

BTU INPUT (LP) 18,000–25,000 23,500–35,000

AFUE/P4 ENERGUIDE (NG) 65.08% 61.65%

AFUE/P4 ENERGUIDE (LP) 66.56% 65.74%
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Gold TrimBrushed Nickel Trim

Trim Kits (one required)

Black Trim

Remote Control Touch Screen  
Remote Control

Wall Thermostat

NOTE: The DXS3030TMN 25/35 gas stove is shipped as a 35,000 BTU unit and includes a 
kit that enables field conversion to a 25,000 BTU. There is only one stove model number. 

*Square-feet heating capacities are approximations only. Local conditions, such as 
elevation, wind, vent configuration and choice of fuel will affect overall appearance of 
the fire and heating performance. Performance can also vary with home design and 
insulation, climate, condition and type of fuel used, appliance location, burn rate, 
accessories chosen, chimney installation and how the appliance is operated.

** Efficiency varies slightly with various pipe configurations.
A non-combustible hearth pad is not required. This stove may be installed 
on a combustible surface as long as the combustible material (such as 
carpeting) does not extend 1-1/2” (38 mm) vertically above the bottom of 
the base. Also, the floor beneath the stove must be stable, level, hard and 
strong enough to support the stove without a tipping hazard.


